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Panel Light

Hengam Panel Light
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03

Code

7586-7587-7833

7584-7585-7686

595x595

595x595

575x57513

13

30 670x620x80

670x620x8030

4

4

14

14

7588-7589-7687 595x595 13 30 675x625x95

575x575

575x575 4 14

Size (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

85
W

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 2048.7

2.0m
6.562ft 512.17

3.0m
9.843ft 227.63

4.0m
13.123ft 128.04

5.0m
16.404ft 81.947

Beam Angle : 113.8
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04

Pars Shoa Toos

T

 SMD

Housing :
Back Cover :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
            Galvanized Sheet
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

50Panel 50W

Panel 50W

7586 6500 114 o 3700 300x2 74

50 7587 3000 114 o 3700 300x2 74

50Panel 50W 7833 4000 114 o 3700 300x2 74

85Panel 85W

Panel 85W

7588 6500 114 o 6400 600x2 75

85 7589 3000 114 o 6400 600x2 75

85Panel 85W 7687 4000 114 o 6400 600x2 75

65Panel 65W 7584 6500 114 o 5500 600x2 84

65Panel 65W 7585 3000 114 o 4800 600x2 73

65Panel 65W 7686 4000 114 o 5200 600x2 80

Lm mA lm/W

Panel light

Panel LightPanel LightPanel LightPanel Light

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
SLIM
Ultra
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Code

7601-7602-7603 595x595 575x57513 30 670x620x80 4 14

Size (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

85
W

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 2048.7

2.0m
6.562ft 512.17

3.0m
9.843ft 227.63

4.0m
13.123ft 128.04

5.0m
16.404ft 81.947

Beam Angle : 113.8
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Gamma Angles
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Pars Shoa Toos

T

 SMD

Housing :
Back Cover :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
            Galvanized Sheet
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

85Panel 85W

Panel 85W

7601 6500

PF>0.95

Flicker<8%

THD<20%

90%

114 o 6400 600x2 75

85 7602 3000 114 o 6400 600x2 75

85Panel 85W 7603 4000 114 o 6400 600x2 75

Lm mA lm/W

Panel light

Panel LightPanel LightPanel LightPanel Light

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
SLIM
Ultra
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Code

7795-7796-7797

7774-7775-7776

595x595

595x595

560x53013

13

30 670x620x80

670x620x8030

4

4

14

14

7798-7799-7800 595x595 13 30 675x625x95

560x530

560x530 4 14

Size (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

85
W

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 2048.7

2.0m
6.562ft 512.17

3.0m
9.843ft 227.63

4.0m
13.123ft 128.04

5.0m
16.404ft 81.947

Beam Angle : 113.8
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Pars Shoa Toos

T

 SMD

Housing :
Back Cover :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
            Galvanized Sheet
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

50Hengam 50W

Hengam 50W

7795 6500 114 o 3700 300x2 74

50 7796 3000 114 o 3700 300x2 74

50Hengam 50W 7797 4000 114 o 3700 300x2 74

85Hengam 85W

Hengam 85W

7798 6500 114 o 6400 600x2 75

85 7799 3000 114 o 6400 600x2 75

85Hengam 85W 7800 4000 114 o 6400 600x2 75

65Hengam 65W 7774 6500 114 o 5500 600x2 84

65Hengam 65W 7775 3000 114 o 4800 600x2 73

65Hengam 65W 7776 4000 114 o 5200 600x2 80

Lm mA lm/W

Panel light

HengamHengamHengamHengam

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LEDSLIM


