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Code

7336

7352

215

220
55

55

420x295-250

410-285-260

10

5

12

7346 420 450-415-160 5 12

12

Length (L) Size Quantity Weight

mm mm mm mm Pcs Kg

55

115

244

115

Width (W) Height (H)

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 1816.5

2.0m
6.562ft 454.12

3.0m
9.843ft 201.83

4.0m
13.123ft 113.53

5.0m
16.404ft 72.659

Beam Angle : 71.6
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Pars Shoa Toos

Flood Light

Model Power Code Color CCT

KW

Beam Angle Lumen Current

50Atria 50W COB

Atria 100W COB

7336 6500 105 o 4000 1500

2000

80

100 7352 6500 105 o 7500 75

100Atria 100W COB 7346 6500 105 o 7500 2000 75

Lm mA lm/W

AtriaAtriaAtriaAtria

T

COB

Housing :
Lens :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

      Aluminum with electrostatic powder paint 
Made Of Poly methyl Methacorylate
 Constant Current - Isolated
                COB Backlight

       Safety
          24 Months Guarantee

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code Length (L) Size Quantity Weight

mm mm mm mm Pcs Kg

7334

7338

216

416
55

55

420-290-260

450-180-290

3

2

11

7356 416 440-190-450 2 14

10

55

376

244

376

Width (W) Height (H)

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 1816.5

2.0m
6.562ft 454.12

3.0m
9.843ft 201.83

4.0m
13.123ft 113.53

5.0m
16.404ft 72.659

Beam Angle : 71.6
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Gamma Angles
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Pars Shoa Toos

T

Flood Light

COB

Housing :
Lens :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

      Aluminum with electrostatic powder paint 
Made Of Poly methyl Methacorylate
 Constant Current - Isolated
                COB Backlight

       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

150Atria 150W COB 7334 6500 105 o 11500 4500 77

200Atria 200W COB 7338 6500 105 o 15500 8000 77

300Atria 300W COB 7356 6500 105 o 24000 9000 80

Lm mA lm/W

AtriaAtriaAtriaAtria

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7342

7350

215

220
55

55

355x285-250

355-280-250

10

5

12

7344 420 440-350-150 5 12

12

Length (L) Size Quantity Weight

mm mm mm mm Pcs Kg

55

115

244

115
7340

7354

215

220
55

55

410x290-240

410-285-250

10

5

12

7348 420 440-410-150 5 12

12

55

115

244

115

Width (W) Height (H)

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 1816.5

2.0m
6.562ft 454.12

3.0m
9.843ft 201.83

4.0m
13.123ft 113.53

5.0m
16.404ft 72.659

Beam Angle : 71.6
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Pars Shoa Toos

Flood Light

Model Power Code Color CCT

KW

Beam Angle Lumen Current

50Atria 50W SMD

Atria 100W SMD

7342 6500 75 o 4800 1500 96

100 7350 6500 110 o 8600 3000 86

100Atria 100W SMD 7344 6500 115 o 8600 3000 86

50Atria 50W MCOB 7340 6500 38 o 4000 1500 80

100Atria 100W MCOB 7354 6500 38 o 8600 3000 86

100Atria 100W MCOB 7348 6500 115 o 8600 3000 86

Lm mA lm/W

AtriaAtriaAtriaAtria

T

COB

Housing :
Lens :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

      Aluminum with electrostatic powder paint 
Made Of Poly methyl Methacorylate
 Constant Current - Isolated
                COB Backlight

       Safety
          24 Months Guarantee

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED


