
LED

01

LED Linear
Karen

Soren

Soheil

Soha

Sahab

Lavan

Minab

Elite

Dena

Mahan

02

Utab
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Code

7668-7670

7659-7661

7650-7652

150

300

600

50

50

50

52

52

52

640x260x200

635x395x225

48

48

8

15

7653-7655 1200 50 52 1225x190x280 12 15
620x390x225 24 15

Length (L) Width (W) Height (H) Size Quantity Weight

mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 917.23

2.0m
6.562ft 229.31

3.0m
9.843ft 101.91

4.0m
13.123ft 57.327

5.0m
16.404ft 36.689

Beam Angle : 133.4

250

250

500

750

1000

1250

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

04

Pars Shoa Toos

T

 SMD

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

(Wall, ceiling, suspended)
       Safety
          24 Months Guarantee
      

Model Power Code Color CCT

KW

Beam Angle Lumen Current

12Karen 12W 7668 6500 134 o 1000 102 83

12Karen 12W 7670 4000 134 o 1000 102 83

42Karen 42W 7650 6500 134 o 3500 300x2 87

42Karen 42W 7652 4000 134 o 3500 300x2 87

80Karen 80W 7653 6500 134 o 7100 300x4 88

80Karen 80W 7655 4000 134 o 3571 300x4 88

22Karen 22W 7659 6500 134 o 1800 300 81

22Karen 22W 7661 4000 134 o 1800 300 81

Lm mA lm/W

Linear

KarenKarenKarenKaren

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7813-7814-7815

7864-7865-7866

2350

3515

50

50

52

52

2400x180x180

3550x180x180

12

15

4

4

Length (L) Width (W) Height (H) Size Quantity Weight

mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 917.23

2.0m
6.562ft 229.31

3.0m
9.843ft 101.91

4.0m
13.123ft 57.327

5.0m
16.404ft 36.689

Beam Angle : 133.4

250

250

500

750

1000

1250

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

06

Pars Shoa Toos

T

 SMD

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

(Wall, ceiling, suspended)
       Safety
          24 Months Guarantee
      

Model Power Code Color CCT

KW

Beam Angle Lumen Current

160Karen 160W 7813 6500 134 o 15200 300x8 95

160Karen 160W 7814 3000 134 o 15200 300x8 95

240Karen 240W 7865 3000 134 o 22800 300x12 95

240Karen 240W 7866 4000 134 o 21600 300x12 90

160Karen 160W 7815 4000 134 o 15200 300x8 95

240Karen 240W 7864 6500 134 o 22800 300x12 95

Lm mA lm/W

Linear

KarenKarenKarenKaren

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7885-7886-7887

7888-7889-7890

7891-7892-7893

1200

2350
3515

50

50

50

52

52

52

1240x195x290

2400x180x180

12

4

15

12

3550x180x180 4 15

Length (L) Width (W) Height (H) Size Quantity Weight

mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 917.23

2.0m
6.562ft 229.31

3.0m
9.843ft 101.91

4.0m
13.123ft 57.327

5.0m
16.404ft 36.689

Beam Angle : 133.4

250

250

500

750

1000

1250

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles
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Pars Shoa Toos

T

 SMD

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

(Wall, ceiling, suspended)
       Safety
          24 Months Guarantee
      

Model Power Code Color CCT

KW

Beam Angle Lumen Current

80Karen 80W 7885 6500 134 o 7600 300x4 95

80Karen 80W 7886 3000 134 o 7600 300x4 95

160Karen 160W 7889 3000 134 o 15200 300x8 95

160Karen 160W 7890 4000 134 o 14400 300x8 90

240Karen 240W 7891 6500 134 o 22800 300x12 95

240Karen 240W 7892 3000 134 o 22800 300x12 95

240Karen 240W 7893 4000 134 o 21600 300x12 90

80Karen 80W 7887 4000 134 o 7200 300x4 90

160Karen 160W 7888 6500 134 o 15200 300x8 95

Lm mA lm/W

Linear

KarenKarenKarenKaren
SuspendedSuspendedSuspendedSuspended

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7656-7657-7658

7644-7645-7646

300

600
62

62

645x445x190

625x400x195

48

24

14

7647-7648-7649 1200 1225x160x285 12 13

14

Length (L) Size Quantity Weight

mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 1057.0

2.0m
6.562ft 264.26

3.0m
9.843ft 117.45

4.0m
13.123ft 66.064

5.0m
16.404ft 42.281

Beam Angle : 117.0

250

250

500

750

1000

1250

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

62

41

41

41

Width (W) Height (H)

10

Pars Shoa Toos

T

Linear light

 SMD

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

       Safety
          24 Months Guarantee
      

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

SorenSorenSorenSoren

Model Power Code Color CCT

KW

Beam Angle Lumen Current

20Soren 20W

Soren 20W

7656 6500 117 o 1600 156 80

20 7657 3000 117 o 1600 156 80

20Soren 20W 7658 4000 117 o 1600 156 80

80Soren 80W

Soren 80W

7647 6500 117 o 6500 660 81

80 7648 3000 117 o 6500 660 81

80Soren 80W 7649 4000 117 o 6500 660 81

40Soren 40W 7644 6500 117 o 3200 320 80

40Soren 40W 7645 3000 117 o 3200 320 80

40Soren 40W 7646 4000 117 o 3200 320 80

Lm mA lm/W

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7680-7681-7682

7683-7684-7685

7688-7689-7690

650x380x250

625x380x245

1230x380x245

48

24

12

48

12

12

Size Quantity Weight

mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 969.77

2.0m
6.562ft 242.44

3.0m
9.843ft 107.75

4.0m
13.123ft 60.611

5.0m
16.404ft 38.791

Beam Angle : 118.3

300

300

600

900

1200

1500

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

310

610

59

59

1210

Length (L)

mm mm mm

59

56

56

56

Width (W) Height (H)

12

Pars Shoa Toos

T

 SMD

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

       Safety
          24 Months Guarantee
      

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

Linear light

SoheilSoheilSoheilSoheil

Model Power Code Color CCT

KW

Beam Angle Lumen Current

20Soheil 20W

Soheil 20W

7680 6500 118 o 1800 580 85

20 7681 3000 118 o 1700 580 85

20Soheil 20W 7682 4000 118 o 1700 580   85

80Soheil 80W

Soheil 80W

7688 6500 118 o 6500 1160 81

80 7689 3000 118 o 6500 1160 81

80Soheil 80W 7690 4000 118 o 6500 1160 81

40Soheil 40W 7683 6500 118 o 3500 580 80

40Soheil 40W 7684 3000 118 o 3200 580 80

40Soheil 40W 7685 4000 118 o 3200 580 80

Lm mA lm/W

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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80

80

160

240

320

400

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 355.95

2.0m
6.562ft 88.989

3.0m
9.843ft 39.551

4.0m
13.123ft 22.247

5.0m
16.404ft 14.238

Beam Angle : 162.4

Code

625x250x270

1250x170x270

24

12

9

10

Size Quantity Weight

mm Pcs Kg

610

1210

40

40

Length (L)

mm mm mm

55

55

Width (W) Height (H)

7662-7663-7664

625x250x270 12 10610 40 557941-7942

7665-7666-7667

1250x170x270 12 101210 40 557943-7944

14

Pars Shoa Toos

T

 SMD

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight

       Safety
          24 Months Guarantee
      

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

Model Power Code Color CCT

KW

Beam Angle Lumen Current

20Soha 20W 7662 6500 162o 1850 300 92

20Soha 20W 7663 3000 162 o 1850 300 92

20Soha 20W 7664 4000 162 o 1850

3500

3500

3500

300 92

40

40

40

Soha 40W

Soha 40W

Soha 40W

7665

7666

7667

7941

7942

7943

7667

6500

3000

4000

162 o

162 o

162 o

300

300

300

87

87

87

Lm mA lm/W

Linear light

SohaSohaSohaSoha

3300

3300

6800

40

40

80

Soha 40W

Soha 40W

Soha 80W

6500

4000

6500

162 o

162 o

162 o

600x2

600x2

600x2

82

82

85

680080Soha 80W 4000 162 o 600x2 85

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED

7944
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Code

7807-7808-7809

7810-7811-7812

600

1135

68

68

27 620x300x200

1155x300x20027

24

12

5.5

4.8

Size Quantity Weight

mm Pcs Kg

100

100

200

300

400

500

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 458.88

2.0m
6.562ft 114.72

3.0m
9.843ft 50.987

4.0m
13.123ft 28.680

5.0m
16.404ft 18.355

Beam Angle : 124.8

Length (L)

mm mm mm

Width (W) Height (H)

 SMD

16

Pars Shoa Toos

T

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current
              : SMD Backlight

       Safety
          24 Months Guarantee
      

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

Model Power Code Color CCT

KW

Beam Angle Lumen Current

20Sahab 20W

Sahab 20W

7807 6500 125 o 1600 300 85

20 7808 3000 125 o 1600 300 85

20Sahab 20W 7809 4000 125 o 1600 300 85

40Sahab 40W

Sahab 40W

7810 6500 125 o 3200 580 80

40 7811 3000 125 o 3200 580 80

40Sahab 40W 7812 4000 125 o 3200 580 80

Lm mA lm/W

Linear light

SahabSahabSahabSahab

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7834-7835-7836

7837-7838-7839

630x480x295

1220x310x295

24

12

7.2

6.5

Size Quantity Weight

mm Pcs Kg

A

150

150

300

450

600

750

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 608.63

2.0m
6.562ft 152.16

3.0m
9.843ft 67.625

4.0m
13.123ft 38.039

5.0m
16.404ft 24.345

Beam Angle :109.8

617

1200

90

90

Length (L)

mm mm mm

43

43

595x70

1190x70

30

30

7834-7835-7836

7837-7838-7839

-

-

4

4

-

-

2400

3500

90

90

43

43

2380x70

3480x70

30

30

Width (W) Height (H)

mm mm

Cut-Out (W) Depth (H)

Model Power Code Color CCT

KW

Beam Angle Lumen Current

20Mahan 20W

Mahan 20W

7834 6500 110 o 1900 300 95

20 7835 3000 110 o 1900 300 95

20Mahan 20W 7836 4000 110 o 1900 300 95

40Mahan 40W 7837 6500 110 o 3800 580 95

40Mahan 40W 7838 3000 110 o 3800 580 95

40Mahan 40W 7839 4000 110 o 3800 580 95

80Mahan 80W - 6500 110 o 7600 300x4 95

80Mahan 80W - 4000 110 o 7600 300x4 95

120Mahan 120W - 6500 110 o 11400 300x6 95

120Mahan 120W - 4000 110 o 11400 300x6 95

Lm mA lm/W

 SMD

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight
          Built-in
       Safety
          24 Months Guarantee

14

Pars Shoa Toos

Linear light

MahanMahanMahanMahan

T

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED
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Code

7819-7820-7821

7789-7790-7791

645x190x145

630x190x145

50

25

4

7792-7793-7794 1230x170x170 20 5

4

Size Quantity Weight

mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 249.01

2.0m
6.562ft 62.254

3.0m
9.843ft 27.668

4.0m
13.123ft 15.563

5.0m
16.404ft 9.961

Beam Angle : 119.0

60

60

120

180

240

300

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

310

612

24

24

1212

Length (L)

mm mm mm

24

34

34

34

Width (W) Height (H)

18
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T

 SMD

Housing :
Diffuser :
Driver :
Source of light :
Installation :
Standard :
Guarantee 

     Poly Carbonat
    Poly Carbonat
 Constant Current 
              : SMD Backlight

       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

5Elit 5W

Elit 5W

7819 6500 132 o 450 60 90

5 7820 3000 132 o 450 60 90

5Elit 5W 7821 4000 132 o 450 60 90

10Elit 10W 7789 6500 119 o 900 120 90

10Elit 10W 7790 3000 119 o 900 120 90

10Elit 10W 7791 4000 119 o 900 120 90

20Elit 20W 7792 6500 127 o 1800 180 90

20Elit 20W 7793 3000 127 o 1800 180 90

20Elit 20W 7794 4000 127 o 1800 180 90

Lm mA lm/W

Linear light

El i teEl i teEl i teEl i te

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED


