
LED

01

Downlight

Glaris Square

Glaris Round

Aramis

Solaris

Polaris

Slender

Slim Light

Tri-State

02
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 cd

Gamma Angles

9W

03

Code

7711-7712-7713

7714-7715-7716

7717-7718-7719

97

120

160

70-80

80-105

120-135

47

48

47

36 445x330x225

520x330x140

510x330x185

37

36

48

24

18

9.2

6.7

7.7

Diameter (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

B

D

C A

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 210.34

2.0m
6.562ft 52.586

3.0m
9.843ft 23.372

4.0m
13.123ft 13.146

5.0m
16.404ft 8.414

Beam Angle: 106.2

04

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

7Glaris 7W 7711 6500 106 o 370 300 53

7Glaris 7W 7712 3000 106 o 370 300 53

7Glaris 7W 7713 4000 106 o 370 300 53

9Glaris 9W 7714 6500 106 o 600 300 66

9Glaris 9W 7715 3000 106 o 600 300 66

9Glaris 9W 7716 4000 106 o 600 300 66

12Glaris 12W 7717 6500 106 o 960 300 80

12Glaris 12W 7718 3000 106 o 960 300 80

12Glaris 12W 7719 4000 106 o 960 300 80

Lm mA lm/W

Downlight

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

GlarisGlarisGlarisGlaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED



18
W

05

Code

7720-7721-7722

7723-7724-7725

7701-7702-7703

200

260

260

160-170

215-230

215-230

48

60

67

36 450x330x230

400x280x280

425x280x280

48

51

12

6

6

7

7

7.7

Diameter (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx)

1.0m
3.281ft 553.07

2.0m
6.562ft 138.27

3.0m
9.843ft 61.452

4.0m
13.123ft 34.567

5.0m
16.404ft 22.123

Beam Angle: 105.7

B
D

C A

90

90

180

270

360

450

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

GlarisGlarisGlarisGlaris

06

Pars Shoa Toos

T

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

18Glaris 18W 7720 6500 106 o 1500 300 83

18Glaris 18W 7721 3000 106 o 1500 300 83

18Glaris 18W 7722 4000 106 o 1500 300 83

30Glaris 30W 7723 6500 106 o 2550 620 85

30Glaris 30W 7724 3000 106 o 2550 620 85

30Glaris 30W 7725 4000 106 o 2550 620 85

42Glaris 42W 7701 6500 106 o 3400 580 81

42Glaris 42W 7702 3000 106 o 3400 580 81

42Glaris 42W 7703 4000 106 o 3400 580 81

Lm mA lm/W

Downlight

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED



12
W

07

Code

7726-7727-7728

7729-7730-7731

7732-7733-7734

97x97

120x120

160x160

70X70 (+5mm)

(+20mm)

(+10mm)

80X80

120X120

46

48

45

35 440x330x260

560x330x150

620x390x180

37

34

48

24

18

10

7

8

Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 370.98

2.0 m
6.562ft 92.744

3.0m
9.843ft 41.220

4.0m
13.123ft 23.186

5.0m
16.404ft 14.839

Beam Angle:105.1

90

90

180

270

360

450

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

C A

B

D

GlarisGlarisGlarisGlaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

08

Pars Shoa Toos

T

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

7Glaris 7W 7726 6500 105 o 370 300 53

7Glaris 7W 7727 3000 105 o 370 300 53

7Glaris 7W 7728 4000 105 o 370 300 53

9Glaris 9W 7729 6500 105 o 600 300 66

9Glaris 9W 7730 3000 105 o 600 300 66

9Glaris 9W 7731 4000 105 o 600 300 66

12Glaris 12W 7732 6500 105 o 950 300 79

12Glaris 12W 7733 3000 105 o 950 300 79

12Glaris 12W 7734 4000 105 o 950 300 79

Lm mA lm/W

Downlight



18
W

09

Code

7735-7736-7737

7738-7739-7740

7704-7705-7706

200x200

260x260

260x260

160X160 (+5mm)

(+20mm)

(+10mm)

215X215

215X215

62

64

67

35 480x510x215

400x300x290

420x300x290
48

51

12

6

6

10

8

9

Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 507.42

2.0m
6.562ft 126.86

3.0m
9.843ft 56.380

4.0m
13.123ft 31.714

5.0m
16.404ft 20.297

Beam Angle:106.7

80

80

160

240

320

400

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

C A

B

D

GlarisGlarisGlarisGlaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

10

Pars Shoa Toos

T

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

Model Power Code Color CCT

KW

Beam Angle Lumen Current

18Glaris 18W 7735 6500 105 o 1450 300 80

18Glaris 18W 7736 3000 105 o 1450 300 80

18Glaris 18W 7737 4000 105 o 1450 300 80

30Glaris 30W 7738 6500 105 o 2550 620 85

30Glaris 30W 7739 3000 105 o 2550 620 85

30Glaris 30W 7740 4000 105 o 2550 620 85

42Glaris 42W 7704 6500 105 o 3400 580 81

42Glaris 42W 7705 3000 105 o 3400 580 81

42Glaris 42W 7706 4000 105 o 3400 580 81

Lm mA lm/W

Downlight
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 cd

Gamma Angles

9W

11

Code

7707-7708

7709-7710

85

110

70-80

80-90

47

48

36 430x315x220

510x330x13537

48

24

9.2

6.7

Diameter (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

B

D

C A

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 210.34

2.0m
6.562ft 52.586

3.0m
9.843ft 23.372

4.0m
13.123ft 13.146

5.0m
16.404ft 8.414

Beam Angle:106.2

12

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

7Aramis 7W 7707 6500 106 o 350 300 50

7Aramis 7W 7708 3000 106 o 350 300 50

9 7709 6500 106 o 600 300 66

9Aramis 9W

Aramis 9W

7710 3000 106 o 600 300 66

Lm mA lm/W

Downlight

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

AramisAramisAramisAramis

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED



9W

13

Code

7741-7742

7743-7744

7745-7746

50

45

45160

110

98 70-85

80-100

120-140

41 520x320x255

570x300x270

620x350x170
41

40

50

50

24

6

7

5

Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

80

80

160

240

320

400

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 280.40

2.0m
6.562ft 70.099

3.0m
9.843ft 31.155

4.0m
13.123ft 17.525

5.0m
16.404ft 11.216

Beam Angle:  95.7

C A

B

D

SolarisSolarisSolarisSolaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

14

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

7Solaris 7W 7741 6500 96 o 410 300 59

7Solaris 7W 7742 3000 96 o 410 300 59

9Solaris 9W 7743 6500 96 o 720 300 80

9Solaris 9W 7744 3000 96 o 720 300 80

12Solaris 12W 7745 6500 96 o 960 300 80

12Solaris 12W 7746 3000 96 o 960 300 80

Lm mA lm/W

Downlight

UV ABS

SMD

Housing :
Diffuser :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

     ABS material With Titan And Anti UV
    Made Of Poly Carbonat
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Backlight
          Built-in
       Safety
          24 Months Guarantee



18
W

15

7747-7748

7749-7750

7817-7818

45

55

57250

250

187 160-175

215-240

215-240

42 590x380x220

520x360x290

520x390x280
52

55

18

12

12

7

9

10

Code Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

C A

B
D

90

90

180

270

360

450

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 612.93

2.0m
6.562ft 153.23

3.0m
9.843ft 68.103

4.0m
13.123ft 38.308

5.0m
16.404ft 24.517

Beam Angle: 97.3

SolarisSolarisSolarisSolaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

16

Pars Shoa Toos

T

18Solaris 18W 7747 6500 96 o 1500 300 83

18Solaris 18W 7748 3000 96 o 1500 300 83

30Solaris 30W 7749 6500 96 o 2600 620 83

30Solaris 30W 7750 3000 96 o 2600 620 83

42Solaris 42W 7817 6500 96 o 3400 580 81

42Solaris 42W 7818 3000 96 o 3400 580 81

Model Power Code Color CCT

KW

Beam Angle Lumen Current

Lm mA lm/W

Downlight

UV ABS

SMD

Housing :
Diffuser :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

     ABS material With Titan And Anti UV
    Made Of Poly Carbonat
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Backlight
          Built-in
       Safety
          24 Months Guarantee



17

7858-7859-7860

7861-7862-7863

36

36110

97 70-85

80-100
26 540x220x220

620x230x24026

50

50

5

7

Code Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

C A

B
D

Illuminance-Distance Curve

Height Center E(lx)
Average E(lx)

1.0m
3.281ft 251.56

2.0m
6.562ft 62.890

3.0m
9.843ft 27.951

4.0m
13.123ft 15.722

5.0m
16.404ft 10.062

Beam Angle:106.5

80

80

160

240

320

400

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

9W

PolarisPolarisPolarisPolaris

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

18

Pars Shoa Toos

T

7Polaris 7W 7858 6500 106 o 410 300 58

7Polaris 7W 7859 3000 106 o 410 300 58

7Polaris 7W 7860 4000 106 o 410 300 58

9Polaris 9W 7861 6500 106 o 800 300 90

9Polaris 9W 7862 3000 106 o 800 300 90

9Polaris 9W 7863 4000 106 o 800 300 90

Model Power Code Color CCT

KW

Beam Angle Lumen Current

Lm mA lm/W

Downlight

Housing :
Diffuser :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

     ABS material With Titan And Anti UV
    Made Of Poly Carbonat
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Backlight
          Built-in
       Safety
          24 Months Guarantee

UV ABS

SMD



19

7873-7874

7876-7877

32

32180

120 96-110

160-170
30.5 620x180x260

550x220x20030.5

50

18

8

6

7879-7880

7882-7883

33

34262

210 182-190

232-250
31.5 445x235x230

540x250x28032.5

12

12

6.5

9

Code Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

12
W

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 330.22

2.0m
6.562ft 82.555

3.0m
9.843ft 36.691

4.0m
13.123ft 20.639

5.0m
16.404ft 13.209

Beam Angle: 108.8

80

80

160

240

320

400

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

C A

B

D

SlenderSlenderSlenderSlender

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

ULTRA
SLIM

LED

20

Pars Shoa Toos

T

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

8Slender 8W 7873 6500 109 o 500 300 62

8Slender 8W 7874 3000 109 o 500 300 62

12Slender 12W 7876 6500 109 o 900 300 75

12Slender 12W 7877 3000 109 o 900 300 75

18Slender 18W 7880 3000 109 o 1350 300 75

18Slender 18W 7879 6500 109 o 1350 300 75

24Slender 24W 7883 3000 109 o 1800 300 75

24Slender 24W 7882 6500 109 o 1800 300 75

Model Power Code Color CCT

KW

Beam Angle Lumen Current

Lm mA lm/W

Downlight

1/5 mm



21

7822-7823

7622-7623

32

32156

96 67-85

125-145
22 540x380x250

575x270x16522

100

18

14

6

7624-7625

7626-7627

32

32232

182 150-170

190-220
22 435x270x195

545x270x28522

12

12

6

9

Code Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

12
W

C A

B
D

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 298.40

2.0m
6.562ft 74.599

3.0m
9.843ft 33.155

4.0m
13.123ft 18.650

5.0m
16.404ft 11.936

Beam Angle: 110.5

70

70

140

210

280

350

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

+50~-20
C C

Working
Temperature

SLIM LED

22

Pars Shoa Toos

T

UV ABS

SMD

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : SMD Edge
          Built-in
       Safety
          24 Months Guarantee

8Slim 8W 7822 6500 110 o 500 300 62

8Slim 8W 7823 3000 110 o 500 300 62

12Slim 12W 7622 6500 110 o 900 300 75

12Slim 12W 7623 3000 110 o 900 300 75

18Slim 18W 7625 3000 110 o 1500 300 83

18Slim 18W 7624 6500 110 o 1500 300 83

24Slim 24W 7627 3000 110 o 2000 300 83

24Slim 24W 7626 6500 110 o 2000 300 83

Model Power Code Color CCT

KW

Beam Angle Lumen Current

Lm mA lm/W

Downlight

Slim LightSlim LightSlim LightSlim Light



H

A

C
 1

6W

23

Code

7591

7592

155

185

142

160

43

50

500x360x260

580x430x235

31

31

18

18

9.3

12.3

Diameter (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 404.40

2.0m
6.562ft 101.10

3.0m
9.843ft 44.934

4.0m
13.123ft 25.275

5.0m
16.404ft 16.176

Beam Angle : 106.5

90

90

180

270

360

450

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd

Gamma Angles

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

24

Pars Shoa Toos

T

SMD

Housing :
Diffuser :
Driver :
Source of light
Installation :
Standard :
Guarantee :

     Aluminum with electrostatic powder paint
    Made Of Poly Carbonat
 Constant Current - Isolated
              : SMD Backlight
          Built-in
       Safety
          24 Months Guarantee
      

Model Power Code Color CCT

KW

Beam Angle Lumen Current

  Tri-State 6500,3000,5000

6500,3000,5000

4,12,16 7591 106 o 1260 300 78

6,16,22  Tri-State 7592 106 o 1760 300 80

Lm mA lm/W

Downlight

Tri-StateTri-StateTri-StateTri-State


