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COB

03

7448-7449

7450-7451
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2552x52

52 40

40
23 620x315x145

615x320x14523

100

100
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7

Code Size (A) Height (B) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

3W

C A

B
D

C A

B
D

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 136.01

2.0m
6.562ft 34.004

3.0m
9.843ft 15.113

4.0m
13.123ft 8.501

5.0m
16.404ft 5.441

Beam Angle: 68.5
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 cd/klm

Gamma Angles

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

+50~-20
C C

Working
Temperature

SLIM LED

04

Pars Shoa Toos

T

3Spot Light Round 7448 6500 68 o 170 300 56

3Spot Light Round 7449 3000 68 o 170 300 56

3Spot Light Square 7450 6500 68 o 150 300 50

3Spot Light Square 7451 3000 68 o 150 300 50

Model Power Code Color CCT

KW

Beam Angle Lumen Current

Lm mA lm/W

COB Light

Spot LightSpot LightSpot LightSpot Light

UV ABS

COB

Ring :
Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB
          Built-in
       Safety
          24 Months Guarantee



B

L

COB

30
W

05

Code

7455-7456-7459 21095 178 685x465x170 12 11

Height (B) Size Quantity Weight

mm mm Pcs Kg

3000

3000
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12000

15000
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 cd

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 9585.5

2.0m
6.562ft 2396.4

3.0m
9.843ft 1065.1

4.0m
13.123ft 599.09

5.0m
16.404ft 383.42

Beam Angle : 26.0

Diameter (D)

mm

Length (L)

mm

COB Light

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED

COB

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

      Anodized Sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB

       Safety
          24 Months Guarantee

06

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

30Track Light 30W 7455 6500 25 o 2880 750 86

30Track Light 30W 7456 3000 25 o 2880 750 86

30Track Light 30W 7459 4000 25 o 2880 750 86

Lm mA lm/W

Track LightTrack LightTrack LightTrack Light



B

L

B

07

7482-7483 118 185 232 515x370x215 6 6.7

COB

Height Center E(lx)

1.0m
3.281ft 18093

2.0m
6.562ft 4523.3

3.0m
9.843ft 2010.3

4.0m
13.123ft 1130.8

5.0m
16.404ft 723.73

Beam Angle : 24.3
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 cd 

Gamma Angles

Illuminance-Distance Curve

Average E(lx)

Code Height (B) Size Quantity Weight

mm mm Pcs Kg

Diameter (D)

mm

Length (L)

mm

08

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

50Track Light 50W 7482 6500 25 o 4950 1200 99

50Track Light 50W 7483 25 o 4950 1200 993000

Lm mA lm/W

COB

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

      Anodized Sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB

       Safety
          24 Months Guarantee

Track LightTrack LightTrack LightTrack Light

COB Light

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

LED



09

Code

7486-7488 170x160x105 10 1.5
7485-7487 135x125x85 10 1

7484 1010x65x50 3 1.5
7458

7489 1950x70x70 3 4

405x180x240 60 6

Size Quantity Weight

mm Pcs Kg

COB

10

Pars Shoa Toos

COB Light

L

Track LightTrack LightTrack LightTrack Light



COB

30
W

11

Code

7464-7465

7466-7467

193

230

165-180

200-220

100

116

94 685x465x170

540x412x250112

12

6

7

7

Diameter (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

H
D

C A

90

90

180

270

360

450

°0 °15°15 °30°30
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°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 3384.3

2.0m
6.562ft 846.08

3.0m
9.843ft 376.04

4.0m
13.123ft 211.52

5.0m
16.404ft 135.37

Beam Angle : 37.2

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

COB Light

12

Pars Shoa Toos

T

UV ABS

COB

Model Power Code Color CCT

KW

Beam Angle Lumen Current

30Harmonic 30W

Harmonic 30W

7464 6500 40 o 2500 750 83

30 7465 3000 40 o 2500 750 83

60Harmonic 60W 7466 6500 65 o 5000 750 83

60Harmonic 60W 7467 3000 65 o 5000 750 83

Lm mA lm/W

HarmonicHarmonicHarmonicHarmonic

Ring :

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
      Anodized Sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB
          Built-in
       Safety
          24 Months Guarantee



COB

80
W

13

Code

7480-7481 230 200-220123 540x412x250119 6 7.7

Diameter (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

H
D

C A

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 6357.9

2.0m
6.562ft 1589.5

3.0m
9.843ft 706.43

4.0m
13.123ft 397.37

5.0m
16.404ft 254.32

Beam Angle : 63.2
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 cd 

Gamma Angles

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

COB Light

14

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

80Harmonic 80W 7480 6500 65 o 7100 2000 88

80Harmonic 80W 7481 3000 65 o 7100 2000 88

Lm mA lm/W

HarmonicHarmonicHarmonicHarmonic

UV ABS

COB

Ring :

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
      Anodized Sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB
          Built-in
       Safety
          24 Months Guarantee



COB

7W

15

Code

7460-7461 100 75-8545 42 430x340x225 48 9

Diameter (A) Height (H) Cut-Out (C) Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

H
D

C A

90

90

180

270

360

450

°0 °15°15 °30°30

°45°45

°60°60

°75°75

°90°90

°105°105

°120°180

 cd/klm

Gamma Angles

Illuminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 1027.1

2.0m
6.562ft 256.78

3.0m
9.843ft 114.13

4.0m
13.123ft 64.196

5.0m
16.404ft 41.085

Beam Angle : 36.2

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

COB Light

16

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

7Round Fitfull 7W 7460 6500 60 o 600 300 71

7Round Fitfull 7W 7461 3000 60 o 530 300 75

Lm mA lm/W

FitfulFitfulFitfulFitful

UV ABS

COB

Ring :

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

ABS material With Titan And Anti UV
      Anodized Sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB
          Built-in
       Safety
          24 Months Guarantee



COB

30
W

17

Code

7421-7422 235 228x130145 140 460x265x290 6 11

Length (L) Width (W) Cut-Out Depth (D) Size Quantity Weight

mm mm mm mm mm Pcs Kg

AIlluminance-Distance Curve

Height Center E(lx) Average E(lx)

1.0m
3.281ft 669.73

2.0m
6.562ft 167.43

3.0m
9.843ft 74.414

4.0m
13.123ft 41.858

5.0m
16.404ft 26.789

Beam Angle: 104.4
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 cd 

Gamma Angles

185
245

~V
Input Voltage

50/60Hz

Frequency

CRI>80
Color
Rendering
Index15.000hr

Life Time

-20~+50
C C

Working
Temperature

SLIM LED

COB Light

18

Pars Shoa Toos

T

Model Power Code Color CCT

KW

Beam Angle Lumen Current

30Rectangular 30W 7421 6500 105 o 2400 146 80

30Rectangular 30W 7422 3000 105 o 2400 146 80

Lm mA lm/W

UV ABS

 COB

Housing :

Heat sink :
Driver :
Source of light
Installation :
Standard :
Guarantee :

     ABS material With Titan And Anti UV
      steel sheet
       Aluminum with electrostatic powder paint
 Constant Current - Isolated
              : COB

       Safety
          24 Months Guarantee

RectangularRectangularRectangularRectangular


